INTHFCIAIMS : 

1 . (Currently Amended) A bubble generating assembly, comprising: 
a housing; 

a dipping chamber associated with the housing; 
a source of bubble solution; and 

a tube coupling the source of bubble solution with the dipping chamber, the tube 
having one end positioned inside the dipping chamber; 

whf>rein the housing hniiRftR a motor 

2. (Original) The assembly of claim 1, further including means for retaining the end 
of the tube in a fixed position inside the dipping chamber. 

3. (Original) The assembly of claim 1, wherein the source of bubble solution is a 

bottle. 

4. (Original) The assembly of claim 3, further including means for coupling the 
bottle to the dipping chamber. 

5. (Currently Amended) [[The assembly of claim 3,]] A hiihhie generating 
aRsemhIy, mmprl.sing: 

a housing; 

a di pping nhamher assn riatfiri with the housing: 
a hnttIP of hiihhie Rnliition; and 

a tube noupling the ftniirr.e of huhhle sol ntinn with the Hipping chamber, the tube 
having one end positio ned inside the dipping chamber: 

further including a feedback channel that fluidly couples the dipping chamber and 
the interior of the bottle. 

6. (Original) The assembly of claim 5, further including means for releasably 
blocking the feedback channel. 



2 



7. (Currently Amended) [[The assembly of claim 3,]] A huhhle gftnaratinq 
assembly, nnmprising: 

a housing; 

a dipping ohamher assoniatftri with the hniisinq- 
a bottle of bubble solution; and 

a tube coupling the source of bubble snlutinn with the dip pin g chamber , the tube 
having one end positioned inside the dipping chamber; 

further including means for venting the interior of the bottle. 

8. (Original) The assembly of claim 3, wherein the dipping chamber is defined by a 
bottom plate and an enclosing wall, with an opening provided in the bottom plate. 

9. (Original) The assembly of claim 8, further including a connector provided 
adjacent the bottom plate for reieasably connecting the bottle to the dipping chamber. 

10. (Canceled). 

11. (Currently Amended) [[The assembly of claim 1,]] A bubble generating 
a.s.sembly, comprising- 

a housing ; 

a dipping chamber associated with the housing ; 
a source of bubble solution; and 

a tube coupling the source of bubble solution with the dipping chamber, the tube 
having one end positioned inside the dip pin g chamber; 
wherein the housing houses a gear system. 

12. (Currently Amended) [[The assembly of claim 1,]] A bubble generating 
assembly, comprising: 

a housing; 

a di pping chamber associat ed with the housing; 
a sotjrce of bubble solution; and 

a tube coupling the source of bubble solution with the dipping chamber the tube 
having one end positioned inside the dipping chamber; 
wherein the housing houses a power source. 



13. (Original) The assembly of claim 3, further Including a bubble producing device 
positioned directly above the bottle. 

14. (Original) The assembly of claim 3, further including an air generator positioned 
directly above the bottle. 

15. (Original) The assembly of claim 14, wherein the air generator is positioned 
inside the housing, and the housing further includes at least one opening and aligned with 
the air generator. 

16. (Currently Amended) [[The assembly of claim 1,]] A bubble genarating 
a.<^sennhly, mmprising- 

a housing ; 

a dipping nhamhfir a.ssnr.iated with the hnu.sing; 
a source of huhhie solution; and 

a tube coupling the source of bubble solution with the dipp in g chamber, the tube 
having one end positioned Inside the dipping chamber; 

further including a plurality of bubble producing devices operatively coupled to the 
housing for simultaneously producing a plurality of separate bubbles. 

17. (Original) The assembly of claim 3, wherein the housing is positioned directly 
above the bottle. 

18. (Currently Amended) [[The assembly of claim 3,]] A bubble generating 
assembly, comprising: 

a housing ; 

a dipping chamber associated with the housing; 
a bottle of b ubble solution; and 

a tube coupling the source of bubble solution with the dipping chamber, the tube 
having one end positioned Inside the dipping chamber; 

wherein a majority of the housing is positioned side-by-side with the bottle. 
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19. (Currently Amended) [[The assembly of claim 1,]] A huhhlp qp>nfirating 
assembly, comprising: 

a housing; 

a dipping chamber associated with the housing; 
a source of huhhlft snlutinn; and 

a tuhe coupling the source of bubble solution with the dip pin g chamher , the tuhft 
having one end positioned inside the dipping chamber; 

further including a blocking ceiling positioned in the dipping chamber over the end 
of the tube so as to deflect bubble solution ejected from the end of the tube into the 
dipping chamber. 

20. (Original) The assembly of claim 3, wherein pressure is applied to the bottle to 
deliver bubble solution into the dipping chamber. 
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